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[bookmark: _Toc142641708]Documentation for type C and D power park module (part 1)
Please complete the documentation with power park module data to obtain energisation operational notification (EON), that allows to energise the plant’s internal network and auxiliaries.

Identification
	Power-generating plant name: 

	

	Power-generating plant owner name and address: 



	

	Power-generating plant owner telephone number: 
	

	Power-generating plant owner email address: 
	


Description of the power-generating plant
	Primary energy source:




*Describe type:
	Wind |_|
Solar |_|


Other* |_|


	Manufacturer/model: 

	

	Voltage at the POC (Uc): 

	

	Nominal power (Pn): 

	

	Minimum power (Pmin): 

	






Plant transformer
	Is the plant connected through a generator or plant transformer? 

If yes, fill in the remaining fields:
	Yes |_|
No |_|


	Manufacturer: 

	

	Type/Model:

	

	
Is detailed transformer documentation enclosed? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Power quality
	Are the values in the provided documentation computed values? 

	
Yes |_|
No |_|


	Are the values in the provided documentation measured values? 

	
Yes |_|
No |_|


	Is a report documenting that the calculations or measurements comply with the emission requirements included? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Rapid voltage changes
	Does the power-generating plant comply with the limit value for rapid voltage changes specified in sections 5.6.1.3 and 6.6.1.3 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|





DC content
	Does the DC content during normal operation exceed the limit values specified in sections 5.6.1.1 and 6.6.1.1 for type C and D plants, respectively? 

If no, please provide reference to documentation: 

	
Yes |_|
No |_|



Voltage unbalance
	Does the plant have balanced three-phase load, as specified in sections 5.6.1.2 and 6.6.1.2 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Flicker
	Does the power-generating plant comply with the emission limits for flicker, provided by the DSO according to sections 5.6.1.4 and 6.6.1.4 for type C and D plants, respectively?

If yes, please provide reference to documentation: 


	
Yes |_|
No |_|



Harmonic overtones
	Does the power-generating plant comply with the voltage distortion limits for harmonic emissions, provided by the DSO according to sections 5.6.1.5 and 6.6.1.5 for type C and D plants, respectively?

If yes, please provide reference to documentation: 


	
Yes |_|
No |_|



Interharmonic overtones
	Does the power-generating plant comply with the voltage distortion limits for interharmonic emissions, provided by the DSO according to sections 5.6.1.6 and 6.6.1.6 for type C and D plants, respectively?

If yes, please provide reference to documentation: 


	
Yes |_|
No |_|




Distortions in the 2-9 kHz frequency range
	Does the power-generating plant comply with the voltage distortion limits for emission of distortions in the 2-9 kHz frequency range specified by the DSO according to 5.6.1.7 and 6.6.1.7 for type C and D plants, respectively? 

If yes, please provide reference to documentation:


	
Yes |_|
No |_|



Protection
Relay settings
Please state the actual values at the time of commissioning in the table below. 
	Protection function
	Symbol
	Setting
	Trip time

	Overvoltage (step 3)
	U>>>
	
	V
	
	ms

	Overvoltage (step 2)
	U>>
	
	V
	
	ms

	Overvoltage (step 1)
	U>
	
	V
	
	s

	Undervoltage (step 1)
	U<
	
	V
	
	s

	Overfrequency
	f>
	
	Hz
	
	ms

	Underfrequency
	f<
	
	Hz
	
	ms

	Frequency change
	df/dt
	
	Hz/s
	
	ms


	
please provide reference to documentation of the protection functions:




Simulation model requirements
	Is a simulation model as specified in sections 5.8 and 6.8 for type C and D plants, respectively, sent to Energinet?
	
Yes |_|
No |_|











Signature
	Date: 
	

	Contractor: 
	

	Manager: 
	

	Signature (manager): 
	

	Plant owner: 
	

	Signature (plant owner): 
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Please complete the documentation with power park module data to obtain interim operational notification (ION) and send it to the DSO. 
Identification
	Power-generating plant name: 

	

	Global Service Relation Number (GSRN number): 

	

	Power-generating plant owner name and address: 



	

	Power-generating plant owner telephone number: 
	

	Power-generating plant owner email address: 
	











Description of the power-generating plant
	Primary energy source:



*Describe type:

	Wind |_|
Solar |_|


Other* |_|


	Manufacturer/model: 

	

	Voltage at the POC (Uc): 

	

	Nominal power (Pn): 

	

	Minimum power (Pmin): 

	


	Is a single-line diagram available showing settlement metering, online metering, voltage reference point, ownership boundaries and operation manager boundaries? 

If yes, please provide reference to document: 
	
Yes |_|
No |_|


Tolerance of frequency and voltage deviations
Phase jump
	Does the power-generating plant remain connected during voltage phase jumps of 20 degrees at the POC as specified in section 5.1.1 and 6.1.1? 

If yes, please provide reference to documentation:

	
Yes |_|
No |_|



Operating area for voltage and frequency
	Is the power-generating plant capable of remain connected to the public electricity supply grid within the voltage and frequency range specified in section 5.1.1 and 5.1.2 or 6.1.1 and 6.1.2 and on figure 5.1 or 6.1 and generating continuously within the normal operating range.

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|




Frequency change
	Will the power-generating plant remain connected in case of frequency changes of 2.0 Hz/s at the POC? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Permitted reduction of active power during underfrequency
	
Is the active power reduction at underfrequency less than the limit specified in section 5.1.2.2 and 6.1.2.2?

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Tolerance of voltage deviations
	Will the power-generating plant remain connected to the public electricity supply grid in case of voltage dips as specified in sections 5.1.3.3 and 6.1.3.3 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|


	Will the power-generating plant remain connected to the public electricity supply grid in case of voltage swells as specified in sections 5.1.3.2 and 6.1.3.2 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Fast fault current
	Does the power park modules supply fast fault current as specified in section 5.1.3.3 or 6.1.3.3 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|







Connection and synchronisation
	Is connection and synchronisation performed as specified in sections 5.2 and 6.2 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|


	It is possible to bypass the automatic synchronisation?

Reference to documentation: 

	Yes |_|
No |_|



Active power control
Power response to overfrequency
	Is the power-generating plant equipped with a frequency response function for overfrequency as specified in sections 5.3.1 and 6.3.1 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Power response to underfrequency
	Is the power-generating plant equipped with a frequency response function for underfrequency as specified in sections 5.3.2 and 6.3.2 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Frequency control
	Is the power-generating plant equipped with a frequency control function as specified in sections 5.3.3 and 6.3.3 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



System protection scheme
	Is the power-generating plant equipped with a system protection scheme function as specified in section 5.3.4.3 and 6.3.4.3 for type C and D, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|




Absolute power limit function
	Is the power-generating plant equipped with an absolute power limit function as specified in sections 5.3.4.1 and 6.3.4.1 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Delta power limit function
	Is the plant equipped with a delta power limit function as specified in sections 5.3.4.3 and 6.3.4.3 for type C and D plants, respectively?  

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Ramp rate limit function
	Is the power-generating plant equipped with a ramp rate limit function as specified in sections 5.3.4.2 and 6.3.4.2 for type C and D plants, respectively?  

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Reactive power control functions
	Is it possible to use the resolution specified in sections 5.4 and 6.4 for type C and D plants, respectively, for the set point values?

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Requirements for reactive power control range
	Is the power-generating plant capable of supplying reactive power at Pn and varying operating voltages as specified in sections 5.4.1 and 6.4.1 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|


	Is the power-generating plant capable of supplying reactive power when active power varies as specified in sections 5.4.1 and 6.4.1 for type C and D plants, respectively?

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|




Q control
	Is the power-generating plant equipped with a Q control function as specified in sections 5.4.4 and 6.4.4 for type C and D plants, respectively?

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Power Factor control
	Is the power-generating plant equipped with a Power Factor control function as specified in sections 5.4.2 and 6.4.2 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Voltage control
	Is the power-generating plant equipped with a voltage control function as specified in sections 5.4.3 and 6.4.3 for type C and D plants, respectively? 

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|


	Where is the voltage reference point located?


	


Power quality
	Have changes been made to the system that have an impact on the power quality since the EON?

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|



Information exchange
Data communication
	Have data communication protocols and data security requirements been established and configured as specified in section 5.7 and 5.7 for type C and D plants, respectively?
	
Yes |_|
No |_|


	Are the signals specified in section 5.7 and 5.7 for type C and D plants, respectively, available in the PCOM interface? 

	Yes |_|
No |_|




Fault recording
	Is logging equipment installed at the POC as specified in sections 5.7.3 and 6.7.3 for type C and D plants, respectively? 


	
Yes |_|
No |_|


	Has an agreement been made with the DSO and the transmission system operator defining which incidents to log? 

If yes, which incidents are to be logged? 

	
Yes |_|
No |_|




Simulation model requirements
	Is the simulation model approved by Energinet?

If yes, please provide reference to documentation:

	
Yes |_|
No |_|



Conformance testing
	Is a plan for conformance testing available as specified in sections 5.9 and 6.9 for type C and D plants, respectively?

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|





Conformance simulation
	Is a plan for conformance simulation available as specified in sections 5.9.3 and 6.9.3 for type C and D plants, respectively?

If yes, please provide reference to documentation: 

	
Yes |_|
No |_|














Signature
	Date: 
	

	Contractor: 
	

	Manager: 
	

	Signature (manager): 
	

	Plant owner: 
	

	Signature (plant owner): 
	



[bookmark: _Ref479336658][bookmark: _Toc83304695][bookmark: _Toc131079356][bookmark: _Toc142641710]Documentation for type C and D power park module (part 3)
Please complete the documentation with power park module data to obtain final operational notification (FON) and send it to the DSO.
Identification
	Power-generating plant name: 

	

	Global Service Relation Number (GSRN number): 

	

	Power-generating plant owner name and address: 




	

	Power-generating plant owner telephone number: 
	

	Power-generating plant owner email address: 
	







Active power control
Power respnonse to overfrequency
	Is the frequency response function for overfrequency as specified in sections 5.3.1 and 6.3.1 for type C and D plants, respectively, enabled? 

If yes, what are the set point values? 
Frequency threshold: 
Droop: 
Time for islanding detection (minimum response time): 
	
Yes |_|
No |_|


________Hz
________%
________ms



Power response to underfrequency
	Is the frequency response function for underfrequency as specified in sections 5.3.2 and 6.3.2 for type C and D plants, respectively, enabled? 


If yes, what are the set point values? 
Frequency threshold: 
Droop: 
Intentional delay for islanding detection (minimum response time): 
	
Yes |_|
No |_|




________Hz
________%
________ms


Frequency control
	Is the frequency control function as specified in sections 5.3.3 and 6.3.3 for type C and D plants, respectively, enabled? 



If yes, what are the set point values? 
Frequency threshold – Low (fRU):
Frequency threshold – High (fRO):
Droop: 
Desired frequency:
ΔP:

	
Yes |_|
No |_|
Controlled online |_|

________Hz
________Hz
________%
________Hz
________kW






Absolute power limit function
	Is the absolute power limit function as specified in sections 5.3.4.1 and 6.3.4.1 for type C and D plants, respectively, enabled? 



If yes, which set point value is used? 

	
Yes |_|
No |_|
Controlled online |_|

________kW



Ramp rate limit function
	Is the power-generating plant ramp rate limit function as specified in sections 5.3.4.2 and 6.3.4.2 for type C and D plants, respectively, enabled?  



If yes, which set point value is used? 
	
Yes |_|
No |_|
Controlled online |_|

_____% Pn/min



Reactive power control
Q control
	Is the Q control function as specified in sections 5.4.4 and 6.4.4 for type C and D plants, respectively, enabled? 



If yes, which set point is used? 
(Values different from 0 kVAr must be agreed with the DSO).
	
Yes |_|
No |_|
Controlled online |_|

________kVAr


Power Factor control
	Is the Power Factor control function as specified in sections 5.4.2 and 6.4.2 for type C and D plants, respectively, enabled? 




If yes, which set point is used? 
(Values different from cosφ 1.0 must be agreed with the DSO). 

	
Yes |_|
No |_|
Controlled online |_|

________ cosφ
Inductive |_|
Capacitive |_|





Voltage control
	Is the voltage control function as specified in sections 5.4.3 and 6.4.3 for type C and D plants, respectively, enabled? 
(Must only be enabled subject to prior agreement with the DSO) 


If yes, which set point is used? 

	
Yes |_|
No |_|
Controlled online |_|


________kV


Conformance testing
	Is documentation of conformance testing enclosed? 


If yes, please provide reference to documentation:
	
Yes |_|
No |_|




Conformance simulation
	Is documentation of conformance simulation enclosed? 


If yes, please provide reference to documentation:
	
Yes |_|
No |_|




Verification of simulation model
	Is a simulation model verified with the conformance test with Energinet?

If yes, please provide reference to documentation:

	
Yes |_|
No |_|



Signature
	Date:
	

	Contractor: 
	

	Manager: 
	

	Signature (manager): 
	

	Plant owner: 
	

	Signature (plant owner): 
	



image1.png
f
GREEN
J o
DENMARK




image2.svg
  
.MsftOfcThm_Background2_Fill_v2 {
 fill:#FFFFFF; 
}

                       


